
LIQUA TILE 1172 

LIQUA TILE f"/72 potable water epoxy is sold in three 
quart units (2 quarts of white resin Part A and 1 quart of 
curing agent Part B) by: 

Progressive Epoxy Polymers, Inc. 
Pittsfleld, NH 03263 
epoxyproducts.com 

pauloman555@yahoo.com 

Purchasing information is available at: 
www.epoxyproducts.com/buyonline.htmi Order directly at 
www.epoxyusa.com Call to order 603 435 7199 EST. 

Unlike all other currently available potable water epoxies 
which require a minimum 800 or 1000 gallon talk size, 
LIQUA TILE 1172 only needs a min tank size of 50 
gallons. Five to seven days of dry cure time is required 
before the tank can be filled and put back into service. A 
three quart unit will cover about 55 - 75 sf (apply with short 
nap roller) or about a single 100 gallon water tank. 

LIQUA TILE IS APPROVED FOR: 

*** NSF/ANSI/61 (standard 61) potable water 

*** NSF/ANSI 372 lead testing (not all potable water 
coatings are tested for lead) 

DATA and SDS document links at: 

epoxyproducts.com/datamsds.html 

LIQUA TILE 1172 has its own web page: 
www.epoxvproducts.com/potablewater.html 

JUJAD l̂ f%l Produd certified to NSF/ANSI 372 conforms to the requirements for' 
* * W * l f Free plumbing products as defi:ned by Colifornia, Vermont Morybn 

• .^<i£ir^ Loutsiona state laws and by section 1417 of the US SOWA.' 



Certified Product Listing 
For: 

Drinking Water System Components - Healtin Effects 

Company: 
Wolverine Coatings Corporation 
5969 Higliway 221 
Roebuck, SC 29376, United States 
Plant Location: 
Roebuck, SC, United States 
Standards: 
NSF/ANSI/CAN 61 - 2018 
NSF/ANSI 372 - 2016 

Certificate: 
Issued Date: 08/29/2019 

Material/Product: 
Epoxy coating 

Contact Temperature: 
23 ± 2°C 

iviodels: 
LiquaTile 1172 

if /iff^^th, ^ Producf certified to NSF/ANSI 372 conforms to the requirements for' 
4|ilikR %i^^J^ Free" plumbing products as defined by California, Vermont, Marybn 

. Louisiana state laws and by section 1417 of the US SOWA 
TruasAiM's Product Ĉ -tifaatitOT LkHng difedory ccwrtains the moBt cmren't ctwtfted produc»js| of>d Mjparaades oil printed copws of the 



TRUESDAIL LABORATORIES, INC. 
3337 MICHELSON DRIVE, SUITE CN 750, IRVINE. CA 92612 

Material Cliaracteristics: 
Minimum pipe diameter (inches): 16 

IVjaximum pipe surface area/volume ratio (sq in/L): 108.4 sq cm/L 

IMinimum tank size (gallons): 50 

ivjaximum tank surface area/volume ratio (sq in/L): 108.4 sq cm/L 

l̂ /!aximum dry film thickness per coat (mils): 18 

Number of coats: JVJaximum two coats 

Is additional coating required (e.g. top coat, primer, intermediate coat)? (Y/N): Refer to 
manufacturer instructions for details 

Final cure time: 5-7 days 

Mix ratio: 2:1 Resin to Hardener 

Colors: Grey (GYID), Blue (BUIA) and White (WHIA) 

Is this paint/coating system intended to be applied to a pipe? (Y/N): Yes 
(1) Certified for use on a new pipe? (Y/N): Yes 

(2) Certified for use on a pipe intended for immediate return to service? (Y/N): No 

Additional comments: 
This product was tested without a primer or an additional topcoat. It is recommended that any 
primer or topcoat used should be certified to NSF/ANSI/CAN 61 by an ANSI accredited certifier. 

Product certified to NSF/ANSI 372 conforms to the recjuiremertts for' 
Free* plumbing producte a$ defined by Colifornto, Vermont, Marylon 
Louisiana state laws ond by mdsion 1417 of fce US SDWA. 

IhjMisAiil's ft-«^ucl_&»rtifa3ta^ l^t ir^cBwdory cwilains ihm most oimwrt captrHe^ j!»roduct|s| ami gu;»reBde> ol! printed cop«es of ihm 


